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AGGREGATE SHOULDER, (&)

HMA CONCRETE SURFACE COURSE MIXTURE D (CLASS D (1Yo

HMA CONCRETE BINDER COURSE (CLASS DI (13"
HMA BASE COURSE (9"

SUB-BASE GRANULAR MATERIAL TYPE A (4")

HMA SURFACE REMOVAL, 2’ (STA. 146+50-148+50 AND STA. 149+63-152+00)

PAVEMENT REMOVAL (STA. 148+50-148+90 AND STA. 149+23-149+63)
HOT-MIX ASPHALT SURFACE COURSE, MIX D", N70, 2"

HMA SHOULDER, 10”
HMA BINDER COURSE, IL - 19, N70O, 11”7
AGGREGATE SUBGRADE, 12"

HMA SURFACE COURSE, MIX D", N50, 1 3/4"
AGGREGATE WEDGE SHQULDER, TYPE B

*STA 147+76 TO STA 148+90(LT)
*STA 149+23 TO STA 150+38(LT)
*STA 147+76 TO STA 148+390(RT)
*STA 149+23 TO STA 150+37(RT)

NOTES:

FOR EXISTING APPROACH PAVEMENT DETAIL, SEE DETAILS OF APPROACH PAVEMENT SHEET

FOR TEMPORARY PAVEMENT LOCATIONS, SEE PRE-STAGE CONSTRUCTION SHEET
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